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- 12 -0 — SEE LINE FENCE FOR CENERAL NOTES:
mgg ﬁﬁ%&%&t’ A. SMOOTH TWIST WIRE SHALL BE 12 1/2 GAUGE, BARBLESS, WITH
T—POST ~ TYP ”FENCE FLAG” ~ TYP BARB WIRE ) CLASS 3 GALVANIZING.
] I / / % 3 STRANDS T
¢ N N | N N N ol N N . \ B. BARB WIRE SHALL BE 12 1/2 GAUGE WITH 4 POINT BARBS
] A A A (D/ A A A A A “d) A A A \ " / SPACED AT 5 INCHES WITH CLASS 3 GALVANIZING.
(@)
- ¥
N \ CAST STEEL / / C. ALL VERTICAL STEEL BRACE AND HINGE POSTS SHALL HAVE A
} % % % % % 1 % y y y y y BRACE POST GALV. POST CAP 4. NE GALVANIZED METAL POST CAP.
le) K
o (D Q‘ \ / / 9 D. IF DEPTH CANNOT BE REACHED DUE TO GROUND CONDITION USE
) ) . . . . . . . . . . . . ] +: K = ALTERNATE METHOD APPROVED BY ENGINEER.
Q | X X X X X X X X X X X X /
L g . K
_ LINE_FENCE:
2 N >
_ ] X 1. ALL T—POSTS SHALL NOT EXCEED 12 FEET OF SPACING.
= ) \ SONCRETE TOOTING BRACE RAIL ~ TYP.
Q SMOOTH TWIST WIRE : 2. STEEL T—POSTS SHALL BE HEAVY DUTY WEIGHT (1.33#), CERTIFIED
2 BOTTOM WIRE ONLY HEAVY DUTY ASTM—A702, GREEN WITH WHITE TOP, AND MINIMUM OF 6 FEET IN
EXISTING GRADE BRACE BAND LENGTH. ALL POSTS SHALL BE DRIVEN TO A MINIMUM DEPTH OF
| \ \ \ \ R \ \ \ \ - CJ GALV. STEEL ~ TYP. 18 INCHES.
o NN < i
= \//\\/\\/\\ \//\\/\\/x\/ 3. WIRE CLAMPS TO ATTACH BARB WIRE TO STEEL POSTS SHALL BE
e v /Q\//\\// v . 11 GA. GALVANIZED WIRE.
% \ //, LINE ENCE U TAPERED CONCRETE HOLD DOWN:
L =UNL J LINVL L -, POST FOOTING -
SCALE: 3/4" = 1'-0 4. INSTALL HOLD DOWNS AS NECESSARY TO MAINTAIN WIRE TO
CORNER BRACE GROUND SPACING PER LINE FENCE DETAIL.
SEE LINE FENCE FOR NOT T0 <CAF CORNER OR STRETCH BRACE:
WIRE SPACING AND NOT TO SCALE e —
T—POST WIRE INFORMATION. 5. BRACE POSTS SHALL BE AT LEAST 7 FEET 3 INCHES LONG X 2
~ TYP 3/8 INCHES IN DIAMETER, POSTS SHALL BE BURIED A MINIMUM
i . DEPTH OF 33 INCHES.
FENCE FLAG” ~ TYP
% /(B/ 6. HEAVY DUTY BRACE BAND SHALL BE FIXED IN PLACE WITH ONE
— 0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH SELF—TAPPING
\ )\ / // SCREW.
\ | / 7. THE DISTANCE BETWEEN STRETCH BRACES SHALL NOT EXCEED
)\ 0 / THE DISTANCE OF 1320 FEET (1/4 MILE).
/
8. INSTALL STRETCH BRACES AT CHANGES OF GRADE OF 10
DEGREES (1.75 FEET OF RISE OR DROP ON 10 FEET OF RUN)
i i OR MORE.
\ | . |
N N
ﬁ ﬁ 9. CHANGES IN ALIGNMENT OF 10 DEGREES OR MORE (1.75 FEET OF
- - DIRECTION CHANGE IN 10 FEET OF RUN) SHALL BE CONSIDERED
Do b2 FOUND. MMM AS CORNERS, AND A CORNER BRACE STRUCTURE SHALL BE
INSTALLED.
FLUSH WITH GROUND
CONNECTED TO FENCE WIRE END OR GATE BRACE
WITH 9 GAUGE WIRE. :
NOT 7o SEAlE 10. POSITION OF WIRE ON END POST SHALL BE FIXED IN PLACE WITH
NOT TO SCALE
ONE 0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH
CAST STEEL SELF—TAPPING SCREW.
GALV. POST CAP
HEAVY DUTY BRACE BAND "FENCE FLAG” ~ TYP WIRE INFORMATION. ERE,:\C/:YE %{i‘m}
‘ / GALV. STEEL ~ TYP. ALV, STEEL ) ]
N — X X X X X X X X X I/ X X~ - % X X — % ¥— FAN N
- WELD BRACE RAIL \ -
O ?Rg%,, Rg"[-; (D/ TO RAIL END, PAINT A
y y . WELD BRACE RALL TO _ TR GALV. STEEL PIPE y y FENCE FLAGT ~ TP . y y W/ GALV. PAINT — N
—X X X——RAIL END, PAINT W/ X APPROX. 7'—6" ~ TYP. X X x= X X X X A N
GALV. PAINT ~ TYP. %LH ETJ%
e o
3 — % X X X X X ¥ X X X X— - % X X X X “ =
o RAIL END WITH / o
N LUG ~ TYP. N
o - 12 "\ BRACE RAL, TIE OFF WIRE 3
®© TIE OFF WIRE, 5 WRAPS, , Ll . , 12 1 5/8” 0.D. WITH MIN. 5 ®©
16.0° SQ ol 16.0° SQ ;
7 1707 Eg(':s# DIR%:JION AT PULL 7 - - % S E _16. _ 7| GALV. STEEL PIPE 2o WRAPS ~ TYP.
' ~ TYP. : APPROX. 7'—6" 12.0'¢
EXISTING GRADE EXISTING GRADE - -
- ‘ N\ -
. \ \ / o \ ~ - . - p =
: « . \ \ \ CO‘ \ \ e O C o / O
s \//\\/ \/x\/ ! —H TAPERED CONCRETE ‘//\\// AN > ~ \////\//\///\//> ——
< rat e AR : : ¢ a-t 3 a o
i L S / POST FOOTING \\< X R 3% S ) T™— emBeD BRACE /\\\/\\\/\\ N s P i
o S _ SIS YEMBED BRACE /R . . I RAIL 12" MIN. RN | : | g
N 7 3 <RAIL 12" MIN. ~ TYP. v 1 e e < < L 1
: N B |1"‘ : — - : TAPERED CONCRETE POST IR N
R CONCRETE FOOTING CONCRETE FOOTING. IF HINGE POST, 4 o
\ e s BLOCK ' - o \
i J 6';‘; * 18'&)5(} 18.0° SQ 6'—4"+ N 1"-2"0
CORNER OR STRETCH BRACE END OR GATE BRACE
LURNE - SQINRCILA DORAVLE SCALE: 3/4" = 1-0
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BRACE POST 2 3/8" 0.D. SCHEDULE 40

GALV. STEEL PIPE SPACED @ 1320’ MAX. \

1’—6”

CAST STEEL GALV.
/ POST CAP ~ TYP.

HEAVY DUTY BRACE BAND
GALV. STEEL ~ TYP.

"FENCE FLAG” ~ TYP.

SEE LINE FENCE FOR
WIRE SPACING AND
WIRE INFORMATION.

A.

B.

TES FOR ALTERNAT H

ALTERNATE METHODS MAY BE USED WITH ENGINEERS APPROVAL.

IF THE POST HOLE CANNOT BE DUG CONVENTIONALLY DUE TO
BEDROCK, A 3 INCHES DIAMETER HOLE FOR THE BRACE POST
SHALL BE DRILLED TO A DEPTH OF AT LEAST 24 INCHES INTO
THE ROCK AND THE POST BE GROUTED WITH A THIN FLOWABLE
GROUT (OR LARGER TO ACCOMMODATE HINGE POST). AN IDENTICAL
HOLE FOR A FOOTING POST TO RECEIVE THE LOWER END OF THE
BRACE RAIL SHALL ALSO BE DRILLED, AND 2 3/8 INCHES
DIAMETER POST GROUTED IN. ALL VERTICAL METAL POSTS (BRACE
AND FOOTING) SHALL HAVE A GALVANIZED METAL POST CAP.

ALTERNATE T—POST INSTALLATION:

1.

IF THE LINE POST DESIGN DEPTH CANNOT BE OBTAINED BY
CONVENTIONAL DRIVING DUE TO EXISTING SOIL/ROCK CONDITIONS,
THE POST HOLE SHALL BE DRILLED AND GROUTED WITH A THIN
FLOWABLE GROUT.

ALTERNAT T H BRA

BRACE POSTS SHALL BE AT LEAST 7 FEET 3 INCHES LONG X 2
3/8 INCHES IN DIAMETER, POSTS SHALL BE BURIED A MINIMUM
DEPTH OF 33 INCHES.

HEAVY DUTY BRACE BAND SHALL BE FIXED IN PLACE WITH ONE
0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH SELF—TAPPING
SCREW.

THE DISTANCE BETWEEN STRETCH BRACES SHALL NOT EXCEED
THE DISTANCE OF 1320 FEET (1/4 MILE).

INSTALL STRETCH BRACES AT CHANGES OF GRADE OF 10
DEGREES (1.75 FEET OF RISE OR DROP ON 10 FEET OF RUN)
OR MORE.

CHANGES IN ALIGNMENT OF 10 DEGREES OR MORE (1.75 FEET OF
DIRECTION CHANGE IN 10 FEET OF RUN) SHALL BE CONSIDERED
AS CORNERS, AND A CORNER BRACE STRUCTURE SHALL BE
INSTALLED.

ALTERNATE END OR GATE BRACE:

7.

POSITION OF WIRE ON END POST SHALL BE FIXED IN PLACE WITH
ONE 0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH
SELF—TAPPING SCREW.

SEE ALTERNATIVE CORNER OR STRETCH BRACE NOTES AND PANEL
GATE DETAIL FOR MORE INFORMATION.

GATE HINGE POST SHALL BE 4 INCH DIAMETER SCHEDULE 40
GALVANIZED STEEL PIPE.

— % X X X X X X X X X X X—
, ( ) BRACE RAIL,
1 \4 1 5/8" 0.D.
WELD BRACE RAIL TO SCHEDULE 40 GALV.
—X X RAIL END, PAINT W/ — X X STEEL PIPE APPROX. X X X—
‘c|> GALV. PAINT ~ TYP. 7'—6" ~ TYP.
b . . . . . . . . . .
. - N N N N 12 N N 12 N N N )&
) © RAIL END WITH /
o N 7| LUG ~ TYP. |7
| M
~
TIE OFF WIRE, 5 WRAPS, FOOTING POST
EACH DIRECTION AT PULL }/
POST ~ TYP.
, EXISTING GRADE
| NN NG N
N
: \//\\/\\/X\/ /7\/\
7|2 \ AN
Nz DRILL 3" HOLE FOR
= | 2 3/8"¢ SCHEDULE 40 |
GALV. STEEL POSTS.
' ‘ L L GROUT POSTS. ~ TYP. L
B 55"+ N
TYP.
ALTERNATIVE CORNER OR STRETCH BRACE
SCALE: 3/4 = 1-07
" " CAST STEEL
FENCE FLAG™ ~ TYP. GALV. POST CAP ~ TYP.
BRACE POST
T—POST SEE LINE FENCE FOR \
SEE LINE FENCE FOR WIRE SPACING_AND HEAVY DUTY
WIRE THE WIRE SPACING AND WIRE INFORMATION. BRACE BAND
PLATE TO POST WIRE INFORMATION. x GALV. STEEL
X X % % — X% X X _\
@\ @ I\\ ]
y y y "FENCE FLAG™ ~ TYP. . WELD BRACE RAIL TO =\
X X X A RAIL END, PAINT W/ \
GALV. PAINT ~ TYP. \_ RAIL END [
WITH LUG -
X X ~ ) Y 2 ) 2
2 1] s
\_ ™~
FOOTING POST BRACE RAIL 1 5/8" TIE OFF WIRE
T 0.D. SCHEDULE 40 WITH MIN. 5
o|z GALV. STEEL PIPE WRAPS ~ TYP.
= APPROX. 5°'—6"
EXISTING GRADE —y EXISTING GRADE
., RN .
S \ \/\\\/\\\/\\\/ N =C|> 2
DRILL 2”8 HOLE DRILL 3”8 HOLE FOR - o
A I AND GROUT T—POST 2 3/8"% SCHEDULE 40 ° =
GALV. STEEL POSTS. -
GROUT POSTS. -
BN Ll’l
5'=5"+
ALTERNATE T—POST INSTALILATION .
SCALE: 3/4 = 1-0°
ALTERNATE

0END OR GATE BRACE

SCALE: 3/4” = 1'-0"
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DRILL 2"  HOLEAND GROUT T-POST
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NOTES FOR ALTERNATE METHODS:
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ALTERNATE T-POST INSTALLATION:
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ALTERNATE CORNER OR STRETCH BRACE:
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1.	IF THE LINE POST DESIGN DEPTH CANNOT BE OBTAINED BY IF THE LINE POST DESIGN DEPTH CANNOT BE OBTAINED BY CONVENTIONAL DRIVING DUE TO EXISTING SOIL/ROCK CONDITIONS, THE POST HOLE SHALL BE DRILLED AND GROUTED WITH A THIN GROUTED WITH A THIN FLOWABLE GROUT..
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FOOTING POST
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CAST STEEL  GALV. POST CAP ~ TYP.
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SEE LINE FENCE FOR WIRE SPACING AND WIRE INFORMATION.
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SEE LINE FENCE FOR WIRE SPACING AND WIRE INFORMATION.
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WELD BRACE RAIL TO RAIL END, PAINT W/ GALV. PAINT ~ TYP.
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RAIL END WITH LUG
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T-POST
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WIRE THE PLATE TO POST
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HEAVY DUTY BRACE BAND GALV. STEEL ~ TYP.
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CAST STEEL GALV. POST CAP ~ TYP.
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SEE LINE FENCE FOR WIRE SPACING AND WIRE INFORMATION.
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RAIL END WITH LUG ~ TYP.
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WELD BRACE RAIL TO RAIL END, PAINT W/ GALV. PAINT ~ TYP.
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TIE OFF WIRE, 5 WRAPS, EACH DIRECTION AT PULL POST ~ TYP.
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HEAVY DUTY BRACE BAND GALV. STEEL
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TIE OFF WIRE WITH MIN. 5 WRAPS ~ TYP.
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A. ALTERNATE METHODS MAY BE USED WITH ENGINEERS APPROVAL. ALTERNATE METHODS MAY BE USED WITH ENGINEERS APPROVAL. B. IF THE POST HOLE CANNOT BE DUG CONVENTIONALLY DUE TO IF THE POST HOLE CANNOT BE DUG CONVENTIONALLY DUE TO BEDROCK, A 3 INCHES DIAMETER HOLE FOR THE BRACE POST SHALL BE DRILLED TO A DEPTH OF AT LEAST 24 INCHES INTO THE ROCK AND THE POST BE GROUTED WITH A THIN FLOWABLE GROUT (OR LARGER TO ACCOMMODATE HINGE POST). AN IDENTICAL HOLE FOR A FOOTING POST TO RECEIVE THE LOWER END OF THE BRACE RAIL SHALL ALSO BE DRILLED, AND 2 3/8 INCHES DIAMETER POST GROUTED IN. ALL VERTICAL METAL POSTS (BRACE AND FOOTING) SHALL HAVE A GALVANIZED METAL POST CAP.
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2. BRACE POSTS SHALL BE AT LEAST 7 FEET 3 INCHES LONG X 2 BRACE POSTS SHALL BE AT LEAST 7 FEET 3 INCHES LONG X 2 3/8 INCHES IN DIAMETER, POSTS SHALL BE BURIED A MINIMUM DEPTH OF 33 INCHES. 3. HEAVY DUTY BRACE BAND SHALL BE FIXED IN PLACE WITH ONE HEAVY DUTY BRACE BAND SHALL BE FIXED IN PLACE WITH ONE 0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH SELF-TAPPING SCREW. 4. THE DISTANCE BETWEEN STRETCH BRACES SHALL NOT EXCEED THE DISTANCE BETWEEN STRETCH BRACES SHALL NOT EXCEED THE DISTANCE OF 1320 FEET (1/4 MILE). 5. INSTALL STRETCH BRACES AT CHANGES OF GRADE OF 10 INSTALL STRETCH BRACES AT CHANGES OF GRADE OF 10 DEGREES (1.75 FEET OF RISE OR DROP ON 10 FEET OF RUN) OR MORE. 6. CHANGES IN ALIGNMENT OF 10 DEGREES OR MORE (1.75 FEET OF CHANGES IN ALIGNMENT OF 10 DEGREES OR MORE (1.75 FEET OF DIRECTION CHANGE IN 10 FEET OF RUN) SHALL BE CONSIDERED AS CORNERS, AND A CORNER BRACE STRUCTURE SHALL BE  INSTALLED.
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ALTERNATE END OR GATE BRACE:
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DRILL 3"  HOLE FOR2 3/8"  SCHEDULE 40GALV. STEEL POSTS. GROUT POSTS.
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BRACE RAIL, 1 5/8" O.D. SCHEDULE 40 GALV. STEEL PIPE APPROX. 7'-6" ~ TYP.
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BRACE RAIL 1 5/8" O.D. SCHEDULE 40 GALV. STEEL PIPE APPROX. 5'-6"
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BRACE POST 2 3/8" O.D. SCHEDULE 40 GALV. STEEL PIPE SPACED @ 1320' MAX.
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7. POSITION OF WIRE ON END POST SHALL BE FIXED IN PLACE WITH POSITION OF WIRE ON END POST SHALL BE FIXED IN PLACE WITH ONE 0.27 CALIBER POWER ACTUATED NAIL OR 1/4 INCH SELF-TAPPING SCREW. 8. SEE ALTERNATIVE CORNER OR STRETCH BRACE NOTES AND PANEL SEE ALTERNATIVE CORNER OR STRETCH BRACE NOTES AND PANEL GATE DETAIL FOR MORE INFORMATION. 9. GATE HINGE POST SHALL BE 4 INCH DIAMETER SCHEDULE 40 GATE HINGE POST SHALL BE 4 INCH DIAMETER SCHEDULE 40 GALVANIZED STEEL PIPE.

AutoCAD SHX Text
DRILL 3"  HOLE FOR2 3/8"  SCHEDULE 40GALV. STEEL POSTS. GROUT POSTS. ~ TYP.
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